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Apply for following models
1214212143 1214412160 12161

1216212202 12203 12204
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INSTALLATION

Flexible hose »%

Fig.a

Standpipe —

Figb

INSTALLATION

Note: We recommend this product is installed by a qualified
tradespersons. Remember to turn off mains water supply before
connecting to any existing pipe work. All installation work must be carried
out to comply with The Water Supply (Water Fittings) Regulations and
Bylaws in Scotland.

First turn off your hot+cold water supply and drain down the pipework.

Install the hot+cold feed pipework ensuring you fit isolating valves for future
ease of maintenance

Drill a hole min 57mm diameter -max 65mm diameter in the floor.

Place the flange over the standpipe and then place it to the base.

Put flexible hoses up through the standpipe and then attach the
flexible hoses to the mixer, please note not to reverse the cold and hot
supply, see <fig.b> forreference.

Place the mixer on the standpipe and then secure it by tightening the
grub

screw at the back, see <fig. a> for reference.

Locate the assembly on the desired location with the flexible hoses
through the prepared hole and then holding the flange, secure the
standpipe. NOTE: If mounting into wooden floor, secure the standpipe
using screws

only (wall plugs are not needed). If mounting into solid floor, drill
suitable sized holes for wall plugs first , then insert wall plugs in the floor
and finally secure the standpipe using screws. Where required ensure
correct plugs for your floor type are used.

Connect the flexible hoses to water supplies.

ATTENTION

Having first checked all new connections, close all taps except the new
mixer and as system starts to refill, check for leaks. Once you have satisfied
yourselfthat there are no leaks. Turn on the hot+cold water supplies.




Insert awasher into each end
of the shower hose and
thenscrew it to the
shower and mixer.

Operations

Pull out diverter to operate
the shower and it can
be locked by turning an
angle.

Shower hose —

Cleaning the cartridge

The concealed cartridge should give
trouble free service, but in the
eventof any problem, service is
straight forward.

To remove the cartridge

Pull off the cap and then use e C:pb
asuitable hex key (not supplied) % N
toloosen the grub screw, but do

notremove it. Pull off the handle Carlrig{

and unscrew the dome cap. Remove Felainingcover

the retaining cover using an Donfe cap s
adjustable spanner (not supplied). Handle

Take the cartridge out and wash it
with clean running water. Make
sure any trapped debris has been
removed.Dry and lightly grease
the seal (bottom of cartridge, only
use silicone grease). Refit the
cartridge followed by the retaining
cover, dome cap and handle.

The chrome plate we use on our taps is very durable, nevertheless
care should be taken when cleaning. It should be cleaned only with
warm soapy water followed by rinsing with clean water and drying
with a soft cloth. All finishes are vulnerable to acid attack and some
strong substances such ashousehold cleaners, disinfectants, denture
cleaners, hair dyes, wine making and photographic chemicals can
cause surface to go black or peel.




	页 1
	页 2
	页 3

