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- Assemble the product by two or more adults to ensure proper installation.
- To connect the wires to electrical junction box,consultation with a qualified
technician or electrician is highly recommended.
- Disconnect power before installing,adding,or changing any components.

- Make sure that the fixing location can support the weight of the entire
fixture(e.g.solid stone or brick walls).
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To ensure the best experience,please read carefully and follow the
instructions provided below before assembling and installing the product.

Expansion Screw Short Screw

Level Ruler Marker

Safety GogglesPhillips ScrewdriverElectric Drill

Tape MeasureHammer

1. lmportant safety lnstructions

8mm

Hanging Board Fix Screw



- To prevent injury, the mirror must be installed according to the instructions
provided

- lnspect the product immediately upon receipt for any transit damage
or missing parts.
- The voltage for your product should be between 220V and  240V.
- Please do not remove the plastic corner guards and transparent film on
the mirror until the installation is finished.

- Please check and make sure that the mirror is functioning properly.

 After powering on,the backlight of buttons will activate automatically.

Your current settings will be saved,and it will resume in the same settings
when you turn it on again.

The anti-fog function helps resist the troubling fog and keep a clear
reflection image.To save energy,it will automatically turn off after one hour.
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The button control the light brightness and color temperature.Keep holding
it and the brightness will change . You can adjust the color temperature as
well :the first tap is warm light,  the second one is natural light,and the third
one is white light .lf no button is pressed within 5 seconds, the next tap will
turn off the light immediately.

2.Pre-assembly:

3.Before lnstallation:
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1.Carefully place the cabinet upright on the floor on the protective polystyrene 
sheet.connection wire the Be careful not to damage themirror door.
 

1.1 – Using a pencil, mark on the wall where you wish the centre of the top 
surface of the cabinet to be . 

 

1.2 – Measure 30mm vertically below this point and make a mark. 
1.3 – Using a spirit level, draw a line of distance X  centred on this point 
and parallel with the floor.

(1.1) Top of cabinet

30mm

Centre Line

x

Measure this distance for position
of ends of wall brackets

(x)

wall mounted

3.Remove the mirror door connection wire the mirror doorand rest the door 
somewhere safe.

2.Open the door to gain access to the door hinges.Pull the latch at back 
of the bottom hinge to unclip it from. Be careful not to damage the mirror door.

4.Repeat the process on the other door. 

Preparing the cabinet - Removing the doors

③

②

Revolve
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1.4 - Use an electric drill to punch holes at the marked spots,and Then 
install the expansion screw with a hammer.

1.5 - Screw the two brackets to the wall. 

8mm

1.6 - Connect the power cord to the standard circuit board by 
hard connection

Brown wire---power supply L (LIVE)
Blue wire---power supply N (NEUTRAL)
Green wire---power supply E (EARTH)
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Internal securing
screw 

(1.10)

(1.7)

(1.1)

Centre Line

1.7 - When the cabinet is level, mark the hole on the lower section of the
 cabinet backboard.Take the cabinet off the wall.
1.8 - Drill and fit the wall plug into the hole just marked.

1.9 - Bring the cabinet close to the wall. Hanging on a wall bracket.
1.10 - Screw in the internal securing screw.

1.11- Insert the glass storage plate clip into the holes on both sides of the 
aluminum plate.

1.12- Slide the glass storage panel into the storage panel clamp.

(1.11)

(1.12)

To avoid rubbing and scratching the cabinet with 
items placed at the bottom, please install a glass 
storage panel at the bottom
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1.13 – Align the door hinges with the cabinet hinge brackets.
1.14 – Clip the bottom door hinge back on to the cabinet hinge bracket by 
sliding the door hinge onto the hinge bracket and pulling on the latch on 
the rear of the door hinge. 
1.15 – Connect the mirror door terminal wire to the cabinet 
1.16 – Repeat steps 1.13 to 1.16 for the other door.

1.14

1.15

Revolve

Adjustment method of cabinet door

- Adjust the cabinet doors using the adjustment screws on the hinges. 
As shown below.
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