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CAUTION

• Risk of personal injury. Bath tubs can be extremely heavy. Obtain sufficient help to carefully 
lift or move the bath tub.
• Risk of property damage. Make sure that a watertight seal exists on all bath drain connec-
tions.

SPARE PARTS

NO. Description

Hex Nuts

Washers

Feet

Metal feet
(55203/55204/55205/55206)

Adjustable ruber feet
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CAUTION

BEFORE INSTALLATION
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Before installation check that all fittings have been supplied.
Assembled bath on a mat to protect against damage to bath surface.
This product requires a two person lift-use proper lifting techniques.
This installation guide recommends a bath waste be fitted to the bath prior to 
installation if any doubt about Installation and waste connection please consult a 
qualified tradesmen.
Follow each step in turn.

WARNING

IMPORTANT:All installations must comply with council and local authority by-laws. It is the 
responsibility of the installer to ensure that the waste is made watertight by means of silicone 
sealant or caulking compound.

NOTE: Bath can be installed after the wall & floor tiling is completed. Bath drain supplies 
should be arranged preliminarily according to the selected bath.

Ensure the floor where the bath will sit is level.

The waste & overflow is supplied with the product, however other items required such as a waster 
trap and connectors are not supplied and must be purchased and must be purchased separately.

Because of the technical features of the product it should only be used with the waste & overflow 
supplied.

Handgrips for this product are not available.

The bathtub must be carried upside down, do not life or support the bath by the sides.

Prior to installing the bath should be checked for damage as we recommend all work is to be carried 
out by a qualified person.
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INSTALLATION PROCEDURE

1 Place the bath upside down on a dust sheet or soft cloth so not to scratch the 
surface. 

Remove the parts fixed at the bottom of the bathtub with a tool.2



INSTALLATION PROCEDURE

3 Fix the bathtub feet with tools in the order shown in the figure.

4 Place the level on the bathtub feet, adjust the height of the two inner feet, and make the height 
of the two inner feet level with the outer feet.
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bathtub feet



INSTALLATION PROCEDURE

5 Turn the bath upside down and fit either a P trap or S trap (not supplied) to the
bath waste dependant on the household waste pipe configuration. 

Place the bathtub in the planned location, check its stability, and fine-tune the feet to achieve 
stability.Connect the extended bathtub drain pipe at the bottom to the household pipeline.6
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AFTER INSTALLATION

CARE & CLEANING

Run water into the bath and check connections for leaks.
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Use a soft cloth or sponge for cleaning. Do not use any scouring pads like pot cleaners etc. as this will 
dull the surface.
Use mild soap and water for everyday use.
Do not use any abrasive cleaning materials.
Do not use any disinfectants, aerosol cleaners, ammonia concentrates etc.
Every few months give your bath a light polish with LIBRA acrylic polish to restore the original sheen.


